
L e v e l i n g M o u n t s k

45kp h o n e 8 0 0 - 4 4 1 - 2 7 5 1 / f a x 7 1 7 - 6 9 2 - 2 1 2 0

j Designed for high precision and computerized machinery

j Do not exceed load capacity

j 10 degree swivel in all directions to keep machinery level on uneven surfaces

j Additional load standards available upon request

j Patent M9600727.3 (Germany)

j Other Foreign Patents D2053583, D2053584

j Anti-Vibe®

Anti-Vibration Leveling Mounts

j Designed for high precision and computerized machinery

j Do not exceed load capacity

j 10 degree swivel in all directions to keep machinery level on uneven
surfaces

j Additional load standards available upon request

j Jam nut included

j Anti-Vibe®

INCH
Load

PART # X Thread B C D Pounds

LM-150 3/8-16 1-1/4 1-1/2 5/8 100
LM-151 1/2-13 1-7/8 1-3/4 3/4 240
LM-152 5/8-11 2-1/2 1-7/8 7/8 440
LM-153 3/4-10 3 2-1/8 1-1/16 650
LM-154 1-8 4 2-1/2 1-3/8 1180
LM-155 1-1/4-7 6 2-7/8 1-7/8 2710

METRIC
Load

PART # X Thread B C D Kilos

LM-250 M10 x 1.5 32mm 38mm 16mm 45
LM-251 M12 x 1.75 48 44 19 109
LM-252 M16 x 2.0 64 48 22 200
LM-253 M20 x 2.5 76 54 27 295
LM-254 M24 x 3.0 102 64 35 535

INCH
Load

PART # X Thread E B C Pounds

LM-350 3/8-16 2 1-1/4 3-1/2 100
LM-351 1/2-13 2 1-7/8 3-3/4 240
LM-352 5/8-11 2 2-1/2 3-7/8 440
LM-353 3/4-10 2 3 4-1/8 650
LM-354 1-8 3-1/2 4 6 1180
LM-355 1-8 4-1/4 4 6-1/8 535
LM-356 1-1/4-7 4 6 6-7/8 2710
LM-357 1-1/4-7 6 6 8-3/4 1230

METRIC
Load

PART # X Thread E B C Kilos

LM-450 M10 x 1.5 51mm 32mm 89mm 45
LM-451 M12 x 1.75 51 48 95 109
LM-452 M16 x 2.0 51 64 99 200
LM-453 M20 x 2.5 51 76 105 295
LM-454 M24 x 3.0 90 102 154 535
LM-455 M24 x 3.0 108 102 154 535
LM-456 M30 x 3.5 102 152 171 1230
LM-457 M30 x 3.5 152 152 222 1230

Anti-Vibration Leveling Mounts
with bolts


